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TECHNISCHE SPEZIFIKATIONEN

Material	

Kalotten aus Aluminium mit EPDM-Dich-
tung passend zu:

SWISS PANEL®-Wellprofile
SP 18, SP 27, SP 42 

SWISS PANEL®- Trapezprofile
SP 26, SP 30, SP 35, SP 40
SP 41, SP 44, SP 45, SP 59, SP 80

MONTANATHERM®-Sandwichelemente
MTD TL 85-185

9.11.8

MONTANA 

Kalotten 
Cavaliers
Cappellotti
Crowns

SPÉCIFICATIONS TECHNIQUES

Matériau	

Cavaliers en aluminium avec étanchéité 
EPDM adaptés aux:

SWISS PANEL®- Profils ondulés
SP 18, SP 27, SP 42

SWISS PANEL® - Profils trapézoïdaux
SP 26, SP 30, SP 35, SP 40
SP 41, SP 44, SP 45, SP 59, SP 80

MONTANATHERM®- Panneaux sandwich
MTD TL 85-185

CARATTERISTICHE TECHNICHE

Materiale	

Cappellotti in alluminio con guarnizione 
EPDM adatti per:

SWISS PANEL®- Profilati ondulati 
SP 18, SP 27, SP 42

SWISS PANEL® - Profilati trapezoidali
SP 26, SP 30, SP 35, SP 40
SP 41, SP 44, SP 45, SP 59, SP 80

MONTANATHERM®- Pannelli sandwich
MTD TL 85-185

TECHNICAL SPECIFICATIONS

Material

Crowns in aluminium with EPDM seal
suitable for use with:

SWISS PANEL®- Corrugated profiles
SP 18, SP 27, SP 42

SWISS PANEL®- Trapezoidal profiles
SP 26, SP 30, SP 35, SP 40
SP 41, SP 44, SP 45, SP 59, SP 80

MONTANATHERM®- Composite panels
MTD TL 85-185
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